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(2) Dimensions. Same as specified for
‘‘Box and other house cars’’ (see
§ 231.1(h)(2)).

(3) Location. (i) Horizontal, one near
each end on each side of car, not less
than 24 nor more than 30 inches above
center line of coupler. Clearance of
outer end of handhold shall be not
more than 8 inches from end of car.

(ii) Carriers are not required to
change the location of handholds on
cars in service July 1, 1911, except end
handholds under end sills where the ap-
pliances are within 3 inches of the re-
quired location, except that when cars
undergo regular repairs they must then
be made to comply with the standards
prescribed.

(4) Manner of application. Same as
specified for ‘‘Box and other house
cars’’ (see § 231.(h)(4)).

(k) Side-door handholds—(1) Number.
Four: Two curved, two straight.

(2) Dimensions. Minimum diameter,
five-eighths of an inch, wrought iron or
steel. Minimum clearance, 2, preferably
21⁄2 inches.

(3) Location. (i) One curved handhold,
from a point at side of each door oppo-
site ladder, not less than 36 inches
above bottom of car, curving away
from door downward to a point not
more than 6 inches above bottom of
car.

(ii) One vertical handhold at ladder
side of each door from a point not less
than 36 inches above bottom of car to a
point not more than 6 inches above
level of bottom of door.

(iii) Carriers are not required to
change the location of handholds on
cars in service July 1, 1911, except end
handholds under end sills, where the
appliances are within 3 inches of the
required location, except that when
cars undergo regular repairs they must
then be made to comply with the
standards prescribed.

(4) Manner of application. Side-door
handholds shall be securely fastened
with not less than 1⁄2-inch bolts with
nuts outside (when possible) and riv-
eted over or with not less than 1⁄2-inch
rivets.

(l) Horizontal end handholds—(1) Num-
ber. Same as specified for ‘‘Box and
other house cars.’’ (See § 231.1(i)(1)).

(2) Dimensions. Same as specified for
‘‘Box and other house cars.’’ (see
§ 231.1(i)(2)).

(3) Location. (i) Same as specified for
‘‘Box and other house cars’’ (see
§ 231.1(i)(3)), except that one additional
end handhold shall be on each end of
cars with platform end sills as here-
tofore described, unless car has door in
center of end. Said handhold shall be
not less than 24 inches in length, lo-
cated near center of car, not less than
30 nor more than 60 inches above plat-
form end sill.

(ii) Carriers are not required to
change the location of handholds on
cars in service July 1, 1911, except end
handholds under end sills, where the
appliances are within 3 inches of the
required location, except that when
cars undergo regular repairs they must
then be made to comply with the
standards prescribed in said order.

(4) Manner of application. Same as
specified for ‘‘Box and other house
cars’’ (see § 231.1(i)(4)).

(m) Vertical end handholds. Same as
specified for ‘‘Box and other house
cars’’ (see § 231.1(j)).

(n) Uncoupling levers. Same as speci-
fied for ‘‘Box and other house cars’’
(see § 231.1(k)).

§ 231.12 Passenger-train cars with
wide vestibules.

(a) Hand brakes—(1) Number. Each
passenger-train car shall be equipped
with an efficient hand brake, which
shall operate in harmony with the
power brake thereon.

(2) Location. Each hand brake shall be
so located that it can be safely oper-
ated while car is in motion.

(b) Side handholds—(1) Number. Eight.
(2) Dimensions. Minimum diameter,

five-eighths of an inch, metal. Mini-
mum clear length, 16 inches. Minimum
clearance, 11⁄4, preferably 11⁄2 inches.

(3) Location. Vertical, one on each
vestibule door post.

(4) Manner of application. Side
handholds shall be securely fastened
with bolts, rivets, or screws.

(c) End handholds—(1) Number. Four.
(2) Dimensions. (i) Minimum diame-

ters, five-eighths of an inch, wrought
iron or steel. Minimum clear length, 16
inches. Minimum clearance, 2, pref-
erably 21⁄2 inches.
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(ii) Handholds shall be flush with or
project not more than 1 inch beyond
vestibule face.

(3) Location. Horizontal, one near
each side on each end projecting down-
ward from face of vestibule end sill.
Clearance of outer end of handhold
shall be not more than 16 inches from
side of car.

(4) Manner of application. End
handholds shall be securely fastened
with bolts or rivets. When marker
sockets or brackets are located so that
they can not be conveniently reached
from platforms, suitable steps and
handholds shall be provided for men to
reach such sockets or brackets.

(d) Uncoupling levers. (1) Uncoupling
attachments shall be applied so they
can be operated by a person standing
on the ground.

(2) Minimum length of ground uncou-
pling attachment, 42 inches, measured
from center line of end of car to handle
of attachment.

(3) On passenger-train cars used in
freight or mixed-train service, the un-
coupling attachment shall be so ap-
plied that the coupler can be operated
from left side of car.

§ 231.13 Passenger-train cars with
open-end platforms.

(a) Hand brakes—(1) Number. Each
passenger-train car shall be equipped
with an efficient hand brake, which
shall operate in harmony with the
power brake thereon.

(2) Location. Each hand brake shall be
so located that it can be safely oper-
ated while car is in motion.

(b) End handholds—(1) Number. Four.
(2) Dimensions. Minimum diameter,

five-eighths of an inch, wrought iron or
steel. Minimum clear length, 16 inches.
Minimum clearance, 2, preferably 21⁄2
inches. Handholds shall be flush with
or project not more than 1 inch beyond
surface of end sill.

(3) Location. Horizontal, one near
each side of each end on face of plat-
form end sill, projecting downward.
Clearance of outer end of handhold
shall be not more than 16 inches from
end of end sill.

(4) Manner of application. End-
handholds shall be securely fastened
with bolts or rivets.

(c) End-platform handholds—(1) Num-
ber. Four. (Cars equipped with safety
gates do not require end-platform
handholds.)

(2) Dimensions. Minimum clearance, 2,
preferably 21⁄2 inches, metal.

(3) Location. Horizontal from or near
door post to a point not more than 12
inches from corner of car, then ap-
proximately vertical to a point not
more than 6 inches from top of plat-
form. Horizontal portion shall be not
less than 24 inches in length nor more
than 40 inches above platform.

(4) Manner of application. End-plat-
form handholds shall be securely fas-
tened with bolts, rivets, or screws.

(d) Uncoupling levers. (1) Uncoupling
attachments shall be applied so they
can be operated by a person standing
on the ground.

(2) Minimum length of ground uncou-
pling attachment, 42 inches, measured
from center of end of car to handle of
attachment.

(3) On passenger-train cars used in
freight or mixed-train service the un-
coupling attachments shall be so ap-
plied that the coupler can be operated
from left side of car.

§ 231.14 Passenger-train cars without
end platforms.

(a) Handbrakes—(1) Number. Each pas-
senger-train car shall be equipped with
an efficient hand brake which shall op-
erate in harmony with the power brake
thereon.

(2) Location. Each hand brake shall be
so located that it can be safely oper-
ated while car is in motion.

(b) Sill steps—(1) Number. Four.
(2) Dimensions. Minimum length of

tread, 10, preferably 12, inches. Mini-
mum cross-sectional area, 1⁄2 by 11⁄2
inches or equivalent, wrought iron or
steel. Minimum clear depth, 8 inches.

(3) Location. (i) One near each end on
each side not more than 24 inches from
corner of car to center of tread of sill
step.

(ii) Outside edge of tread of step shall
be not more than 2 inches inside of face
of side of car.

(iii) Tread shall be not more than 24,
preferably not more than 22, inches
above the top of rail.

(4) Manner of application. (i) Steps ex-
ceeding 18 inches in depth shall have an
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